
TECHNICAL SHEET
JOINER'S HAMMER - CARBON HANDLE Réf.:
0400160701

Caracteristics

For joiner work, assembly of wood pieces. QUALITY: Carbon steel head. Forged head, induction-treated working surfaces
(54 HRC). Polished working parts. Epoxy powder paint by electrostatic process, followed by baking. ). Chamfer 1 / 20th
of the head at 45 °. The connection between the head and steel is made by a hydraulic machine. A stress sensor
measures on each product the power of the nozzle, then a pressure sensor controls the installation of the resin.
Unbreakable handle, made of 4 components: glass fibres, carbon fibres, polypropylene and elastomer. Resistant.
Optimal grip. Extraordinary high performance. Dry and precise strike.

Product data

C mm B mm A mm  g
Garantie (nb
d'année) / G L mm Ref. Code EAN

16 17 85 100 E 256 0400160701 5 3303800400528
20 18 91 160 E 260 0400200701 5 3303800400535
22 19 97 200 E 284 0400220701 5 3303800400542
24 20 103 250 E 286 0400240701 5 3303800400559
26 23 108 315 E 288 0400260701 5 3303800400566
28 25 113 400 E 290 0400280701 5 3303800400573
30 26 122 500 E 320 0400300701 5 3303800400580
32 27 132 630 E 322 0400320701 5 3303800400597
36 30 140 800 E 326 0400360701 5 3303800400603
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