
TECHNICAL SHEET
HEX KEYS Réf.: 9052010001

Caracteristics

FINISH: our hex keys have an exceptional anti-corrosion finish (patented). 5 times more resistant to corrosion than
classical finishing. After being hardened, the keys gain a smooth waterproof coating. Special steel (protanium) 20%
more resistant than classical steel. Very good dimensional precision. More resistant to corrosion than a classical finish.
Above ISO 2936. Ergonomy and comfort: Easy access thanks to a 30° inclination.

Product data

S mm L mm H mm  g
Garantie (nb
d'année) / G Ref. Code EAN

1,5 44 13,5 0?8 E 9052010001 10 3303809052018
2 49 15,5 1?7 E 9052020001 10 3303809052025

2,5 55 17,5 3 E 9052A20001 10 3303809052254
3 62 19 4?8 E 9052030001 10 3303809052032
4 68 24 10 E 9052040001 10 3303809052049
5 78 27 18 E 9052050001 10 3303809052056
6 88 31 29 E 9052060001 5 3303809052063
7 94 33 42 E 9052070001 5 3303809052070
8 98 35 58 E 9052080001 5 3303809052087
9 102 37 77 E 9052090001 5 3303809052094

10 109 39 101 E 9052100001 5 3303809052100
12 122 44 165 E 9052120001 5 3303809052124
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